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PREFACE

The Military Computer Science Branch (MCSB) of the Advanced Computational and
Informational Sciences Directorate (ACISD) of the Army Research Laboratory (ARL) has
been developing concepts to provide enhanced information exchange capabilities to "fighting
level" commanders and soldiers as part of an on-going, long term research effort known as
the Information Distribution Technology (IDT). The IDT concepts have been successfully
demonstrated on numerous occasions, most notably during the 1989 LABCOM Smart Weap-
ons Systems Cooperative Program Demonstration and the 1991 Second Counter-Air Sympo-
sium for Army Aviation and Air Defense. This report discusses a new software library created
to facilitate the development of integrated application programs for testing, refining, and dem-
onstrating existing and emerging IDT concepts. The authors wish to thank Eric Heilman and
Fred Brundick for their insightful contributions in reviewing this report.
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1. INTRODUCTION

The Military Computer Science Branch (MCSB) of the Advanced Computational and
Informational Sciences Directorate (ACISD) of the Army Research Laboratory (ARL) has
been developing concepts to provide enhanced information exchange capabilities to "fighting
level" commanders and soldiers as part of an on- going, long- term research effort known as
the Information Distribution Technology (IDT). The goal of the IDT project is to facilitate the
exchange of tactical information over standard combat net radios (CNR) at data rates as low
as 1,200 bits per second. Tb satisfy this goal, the IDT seeks to improve information distribution
by exchanging data as concisely as possible, only when absolutely necessary, and as efficiently
as possible.

Paramount to the success of the IDT is the ability to test, evaluate, and demonstrate
information distribution concepts being developed. For this purpose, several prototype exper-
imental software application programs were developed. As the IDT matured, new application
programs were needed that could more readily address the information distribution concepts.
Hence, a new suite of demonstration application programs was developed. These new pro-
grams are designed to be more portable, more flexible, easily tailored, quick to develop, and
integrateable with each other. A key component of the new application programs was an inter-
face library called Iibxmap which is the focus of this report.

2. OVERVIEW

2.1 Information Distribution Technology

The IDT is prototype software designed to provide enhanced information exchange capa-
bilities to "fighting level" commanders and soldiers. The goal of the IDT project is to facilitate
the exchange of tactical information over CNRs at data rates as low as 1200 bits per second.
The development of the IDT is guided by three tenets for exchanging battlefield information
(Chamberlain, 1990). Data is exchanged 1) as concisely as possible, 2) only when absolutely
necessary, and 3) as efficiently as possible. Further, the IDT seeks to combine military science
technology with state -of- the- art computer science technology to produce a powerful, effec-
tive, and flexible information exchange technology.

At the heart of the IDT is a free-form distributed factbase (DFB) that stores all of the in-
formation pertinent to a battlefield situation (Hartwig, 1991). A security control module
(SCM) controls the flow of information into and out of the DFB. Data distribution rules pro-
vide the SCM with guidance for exchanging information with other DFBs. This information
exchange is handled by the IDT's fact exchange protocol (FEP) (Kaste, 1990). "Thggers" with-
in the DFB allow application programs to be notified when specific information is entered into
the DFB that may be of interest to application programs. Lastly, an interface (I/F) exists that
allows sophisticated application programs to extract, enter, and modify information stored in
the DFB. See Figure 1.

Information stored in a DFB is an abstract representation of military concepts and current
battlefield perceptions. Information is stored and manipulated in a manner consistent with the
design tenets of the IDT. It is stored in the DFB in "facts" - logical groupings of data represent-
ing a unique item, event, or activity. Each fact is an instantiation of a pre-defined data struc-
ture called a facttype. A facttype is a template that defines the structure of a fact; i.e., the names
of the fields in a fact and the type of data each field represents.
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Figure 1. Information Distr•,ation Technology

Data is stored in the DFB so as to be most manipulable by computers, not by humans. One
of the functions of application programs is to enter and subsequently modify data in the DFB.
Application programs provide the unique servicet of presenting DFB data in a form that is eas-
ily understood and manipulable by humans. Application program interfaces are the means for
testing, evaluating, and demonstrating the IDT concepts.

2.2 Application Programs

To date, several application programs have been developed that, working in concert with
each other, demonstrate these concepts. A viable, militarily sound and realistic IDT demon-
stration package has been developed to exercise the IDT concepts.

Leveraging off of earlier involvement in the 1989 Smart Weapons Systems (SWS) LAB-
COM Cooperative Program demonstration and the 1991 joint Human Engineering Laborato-
ry-Ballistic Research Laboratory Counter-Air Program (HELCAP) demonstration, six
application programs have been developed. These application programs are Xmap, Milmap,
Org Chart, Vtracker, Tracker, and Extract. They provide the capability to demonstrate IDT con-
cepts being used to exchange battlefield information based on both a ground and air war sce-
nario consistent with a high - intensity European-based conflict in the area of the Fulda Gap
region of Germany.

Extract and Tracker are the scenario driver programs providing the data depicting the
ground and air war, respectively. Milmap, Vtracker and Org Chart are user application pro-
grams that allow a commander to view/monitor the battle as it unfolds. Xmap is a general pur-

t The uniqueness of this service stems from the fact that data can be entered or modified in the DFB via
the FEP. However, only application programs are capable of presenting data in a user-friendly format.
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pose mapping application program that provides the common medium upon which unit and
other overlay symbols are placed while viewing the battle. Milmap, Vtracker, and Org Chart use
Xmap for all map-related functions (drawing unit symbols, range fans, routes, borders, areas,
etc.) and can interact with each other through it. The means by which application programs
communicate with Xmap is via the ilwnmop software library.

3. LIBXMAP

3.1 General Overview

Libmanp is a library of software routines used byXmap and client application programs that
communicate with it. Such application programs will be hereafter referred to interchangeably
as "clients," "client programs," or "client application programs." Xmap and application pro-
grams that connect to Xmap follow a client-server paradigm, where Xmap is the server.
Within this paradigm, theXmap server provides the basic or generic capabilities for displaying
a map and overlay symbols. For developmental purposes, the map used was digitized from a
photograph of a 1:100,000 scale map of the Hunfeld region of Germany. Xmap is written in C
and uses the X Window System. It provides map manipulation capabilities for zooming, pan-
ning, resizing the display window, turning on or off grid lines, and for creating and/or editing
lines.

Client programs provide the link between Xmap and the military information to be dis-
played inXmap. Clients decide when, where, and what information to display on the map in the
form of map "overlays." This information is sent toXmap via the standardized library, /ibxmap.

The client-server paradigm for application programs improves the IDT demonstration by
1) speeding up the development of client, or "military," application programs, 2) providing a
single common map display program useable by all application programs, and 3) eliminating
the need for client programs to concern themselves with windowing issues (e.g., resizing, expo-
sures, drawing overlays that aren't in the field of view, etc.). This architecture allows client
application programs to be developed quickly and reliably and does not rY quire the developer
to be an expert in developing graphical user interfaces. See Figure 2.

XMap (server) Applications (clients)
•'- 'C== Appl 1

Appl 2

LDXA Appl 3

Appl n

Figure 2. Libimap Architecture
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3.2 Functional Review

Libxmap is a collection of subroutines that are used to exchange information between
Xmap and client programs. Client programs connect to Xmap and then command it to draw
objects, modify existing objects, and remove objects. Xmap complies with these commands
while providing a user window interface (e.g., mouse interaction, window resize capability,
etc). Events that may be of interest to clients, such as mouse clicks on objects drawn byXmap,
are relayed to the client programs byXmap through ihbxnap. In this fashion client programs
maintain control over the objects that they commanded Xmap to display. There are two key
concepts underlying the interaction between client programs and Xmap: objects and events.

3.2.1 Objects

Objects are the main component, or unit of information, on which Xmap and client pro-
grams interact. Client programs command Xmap to create, modify, or remove objects. To cli-
ent programs, these objects take the form of unit symbols, map symbology, points, lines, routes,
areas, etc. To Xmap, these are all just objects. To provide a means for client programs and
Xmap to act on sets and/or subsets of objects, attributes are associated with each object that
categorize them into object types and classes. These attributes are optionally set by client pro-
grams. As of the writing of this report, only a small number of types and classes have been
defined and are explained in Appendix A.

3.2.2 Events

Events are actions that are performed by the user through Xmap's user interface. Client
programs can register their interest in specific events withXmap or default to receive notifica-
tion of all events. "Ipically, events occur on objects via mouse button presses. Other events are
line modification and object relocation. Button press events generate a BUTTONPRESS
event communication from Xmap to clients identifying which mouse button was pressed and
on which object the mouse was pressed. The modification of lines (performed throughXmap's
user interface) generates a LINE-CHANGE event that identifies the line that was modified
and the new coordinates of the segments comprising the line.

Certain commands from client programs may have an indirect impact on other objects. For
instance, moving one object may cause another object to move automatically. For such a case,
Xmap generates a SYMBOLCHANGE event identifying the object that changed and its new
location. Such indirect changes occur with "associated" objects.

3.2.3 Links and Associations

Objects may be linked together to form logical relationships to simplify client program-
ming. Libxvnap imposes no constraints on why objects are linked; it simply provides the capa-
bility to link them. There are no restrictions on the number or type (one-to-one, one-to-
many, or many-to-one) of links between objects. Libxmap distinguishes between two kinds
of links, referred to simply as "links" and "associations."

"Links" are a one-to-one relationship used to visually bind two objects. Xmap draws a
line between objects that are "linked." If one of the objects move, then the line between them
follows it automatically. If either object is removed, then the line (and link) between them is
automatically removed.

Associations form a relationship between objects that governs the way objects respond to
actions. Associations enable related objects to perform as a group. Unlike linked objects

4



associated objects have no line drawn between them inXnap (although, associated objects can
also be linked if a connecting line is desired). Associations are used to spatially bind objects.
That is, when one object moves, any associated objects will also move to maintain their relative
physical position to the moved object. There are two types of associations: MASTERSLAVE
and GROUP. In MASTER-SLAVE associations, if the master object moves, then any slave
objects will follow it, but not vice versa. In a GROUP association, if either object moves, then
all other objects follow it.

4. LI]BXMAP Functions

Libxmap is divided into two sets of routines that provide for client-to -Xmap communica-
tion and Xmap-to-client communication. Client-to-Xmap commands, or client com-
mands, are routines bywhich client programs connect and send object draw/modify requests to
Xmap. Xmap-to-client commands, orXmap commands, enable Xmap to send synchronous
and asynchronous information to client programs.

Below is a brief description of each command. For readability, the commands are italicized
and followed by open and closed parentheses, e.g., commandname0.Xmap-to-client com-
mands are differentiated from client-to-Xmap commands by a preceding underscore char-
acter, "_", in the command name. More detailed information on each command can be found
in Appendix B.
4.1 Client-to-Xmap Commands

Xmap.connectO is the command used by client programs to connect to Xmap. This com-
mand allows clients to request notification of event occurrences. Upon successful connection
Xmap assigns a unique identification number to the client and returns that number to the client
for use in all future exchanges. Clients terminate their connection to Xmap via the
xmap.closeO command.

Clients instruct Xmap to draw an object using the xmap_drawnsrymbolO command. The
object's location, foreground and background colors, class type and size are specified. For ref-
erencing purposes, Xmap returns an object identification number to the client. The object
identification number and the client identification number uniquely identify an object. Attrib-
utes of objects can be modified via the xmapchangeýsymbolO command. Objects may be
removed singularly using the xmapjremove symbolO command. The xmapremove.classO
command removes all objects of the specified class type for the particular client.

There are two ways for clients to draw lines:.map..addline0 andxmapconvertine). The
xmapaddiline0 command is used when the client supplies the end points of the segments
defining the line to be drawn. Thexmnapconvertjine(O command is used when a client converts
a line created locally via Xmap to a line "owned" by the client. Lines are modified via the
xmap..changejine(O command. The xmapremove..ineO command is used to remove lines.

Tl show that two objects are linked together (illustrated by a line connecting the two objects
in Xmap), the xnap.add4linkO command is used. Links are removed via the
xmapremoveinkO command. Objects can be associated (with no visible link) using the
xmapaddassociationO command. Associations are removed using the
xmapremoveassociationO command.

A somewhat specialized command exists to instruct Xmap to draw range fans. Range fans
are used to show the area in which a weapon system is able to fire. To draw a range fan the
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xmap_dmwange•faO command is used. Subsequently, range fans are removed using
•napmove_mwgefansO. Range fans originate from the center point of an object that is iden-
tified in the xnap draw rangefanO command. Range fans are automatically associated with
the object from which they originate.

4.2 Xmap-to-Client Comnuwds

_XmapconnectO is the command used by Xmap to establish itself as the server in the cli-
ent-server paradigm. Once initialized, it listens for new client connections and polls any exist-
ing connections for new client requests. When a new client connects, Xmap sends a unique
number to the connecting client via the ynap send( command to be used by the client in all
future communcations withXmap. Connected clients are informed of an impending closure
of the network server connection via the xmap.closeO command. Errors are reported to cli-
ents via the _xmaper(roO command.

Clients are notified of any generic button press events via the _xmnapbuttonpressO com-
mand. A generic button press event, or "click," is classified as a mouse button press occurring
anywhere within theXmap displaywindow.Xmap sends clients the unique object identification
number of the clicked object (or 0 to indicate the map background, not an object, was pressed),
the mouse button number that caused the event, and the map grid location (casting and north-
ing) of the button press.

When a user clicks on a line, Xmap responds by sending a line click message via the
xmapjine.clickO command. This command contains the corresponding casting and northing

coordinates of each segment comprising the clicked line. .Xmapinechangeo is a command
used byXmap to inform a client when a line has been edited by the user through Xmap's line
editing control panel.

Association of objects using a MASTER/SLAVE configuration can cause a change in loca-
tion of one object when the other object's location is changed. Clients are informed of the loca-
tion of the "slaved" object via the xnap._symbolchangeO command.

5. Conclusion

The libxmap library is an integral component of the application programs used to test, eval-
uate, and demonstrate the information distribution concepts being developed and explored as
part of the IDT. It provides a uniform medium for linking together the various demonstration
application programs and provides the utility to facilitate the development and integration of
new application programs.

6
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Objects and Clasuse

Application programs instructXmap to create, move, modify, and remove objects. To facil-
itate the application program's tasks of manipulating objects, they can be categorized into
groups of classes. Application programs assign group and class attributes to each object they
create. Groups and classes allow objects to be manipulated as a set so that operations can be
performed en masse. For example, an application program can instruct Xmap to remove all
objects of class "line."

The definitions and uses assigned to each group and class are not rigidly stated. During pro-
totype development, they were created on an "as needed" basis as determined by the current
application programs. To date, the potential in creating and assigning group and class attrib-
utes to objects has not been fully exploited.

QbWe GrW

Below is a list of the current object groups along with a suggested use for each. Note that
each group name starts with "OB" for OBject group.

" OBBSYMBOL - object is typically a unit symbol, although symbols exist for other
features such as bridges, buildings, etc.

"* OB TEXT - object is a text string
"* OB POINT - object is a military operations "point," e.g., coordination point
"* OBLINE - object is a military operations "line," e.g., phase line, FEBA, border
"* OBAREA - object delineates an area, e.g., no fire zone
"* OB RANGEFAN - object depicts a unit's range fan (area in which its weapons can

fire)
"* OBLINK - object "links" two other objects together with a visible line
"* OBASSOCIATION - object "links" two other objects together spatially, i.e., if

one object moves, the associated object will move with it, but with no visible line
Obiect Classes

Below is a list of the current object classes along with a suggested use for each. Xmap
requires that all objects be assigned a group and class identifier. Note that each class starts with
"CVZ for object CLass.

0 CLUNDEFINED - used by application program to specify no class attribute
0 CL UNIT - object is of group OBSYMBOL and represents an actual unit
0 CLSENSING - object is of group OB.SYMBOL and represents the reported

observation of a unit (typically an enemy unit)
0 CLLINE - object is of group OBLINE. Possible future use is to have several dif-

ferent types (or classes) of lines
* CL TRACK - object is of group OBSYMBOL and represents an air defense

track

11



"* CLLINK - object is of group OB LINK (see OBLINK above)

"* CL RANGEFAN - object is of group OBRANGEFAN (see OB RANGEFAN
above)

"* CL POINT - object is of group OB POINT (see OBPOINT above)

12
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LUbimap Functions

Libvxap is a software library of subroutines, or commands, used to exchange information
between Xmap and client application programs. This appendix contains a listing of all of the
commands along with a brief explanation of the arguments comprising each command and a
short description. It is divided into two sections describing the commands available to client
programs for communicating with Xmap and the commands available to Xmap for communi-
cating with its clients.

Client Commands

Below is a list of the commands available to client programs for communicating to Xmap. For
each command there is a brief explanation of its intended use as well as its syntax.

- i•ap_connect ()

* Command used by application programs to open a connection to Xmap.
*/

struct pkgsconn *
xmap-connect( host, switch-array, ev.button, ev.keyboard, evgeometry, ev._object);

char *host; /* hostname to connect to */
struct pkgswitch switchk.array [1; /* array of switching routines */
int evbutton /* application's interest of button events */

ev_.keyboard, /* application's interest of keyboard events */
ev.geometry, /* application's interest of geometry events */
ev_.object; /* application's interest of object events */

"Host" is the name of the machine on which Xmap is running. "Switch array" is used for
specifying the routines in the client program that are called when Xmap sends information
through the pkg protocol. "Ev-button," "evkeyboard," "ev..geometry," and "ev_object"
are flags used by the client to indicate its interest in X events of the named type that occur
within Xmap's window. For example, if an object is picked using the mouse and a client
set "evobject" to TRUE then Xmap would notify the client which object was picked and
by which mouse button. In response, Xmap sends a message back to the client giving it its
unique client identification number by which Xmap identifies it.

Return: A pointer to a pkg connection structure. Each client program gets a unique pkg connection
structure that is used by the pkg routines for communicating to the client programs.

/*

- xmapclose()

* Command used by application programs to close a connection to Xmap.
*/

xmap.close( conn)

struct pkg.conn *corm; /*Application program's connection to Xmap */

15



"Conn" is the pkg connection structure for this client (obtained when it first connected to
Xmap). This routine informs Xmap that the client is closing its connection. Any objects that
the client previously instructed Xmap to display are removed.

Return: Not used.
/,

- anap_send ()

*Test routine for application program to send information to Xmap.
*/

xmap.send (msg_.type, msg. conn)

int msg..type; /* Define (from libxmap.h) *I
char *msg; /* Contents of message *I
struct pkg.conn *conn; /* Application program's connection to Xmap */

"msgjype" is a #define that specifies the type of message that is being sent toXmap. "msg"
is the actual message. "conn" is the client's pkg connection structure.

Return: Not used.

-xnup add symbol (/*

"* Routine used by application programs to draw symbols on the map.
"* This routine draws NEW symbols, or "objects" to Xmap, hence a handle id
"* must be associated with the symbol (object).

int
xmap-add.symbol (symbol. fg.color, bg..color, scale, x, y, class, conn, fid, client.id)

char *symbol; /*Symbol string to draw. */
int fg.color, /* Foreground color of symbol */

bg.color, /* Background color of symbol */
x, y, /* Map grid coordinates (easting, northing) */
class; /* Class type of symbol object */

float scale; /* Scaling factor for symbol */
struct pkg.onn *conn; /* Application program's connection to Xmap. */
dkb.factid.t fid; /* Fact id associated with this symbol. */
int client.id; /* Client identifier number. */

This routine is used for drrc-;ing unit symbols on the map. To Xmap, a unit symbol is just
another overlay symbol, or object. Xmap identifies objects by their handle id and the client
id of the client program that submitted the command to draw the object. The handle id must
be unique to a specific client. That is, objects drawn by a client must never share the same
handle id. To ensure this uniqueness, and to alleviate the client programs from the burden
and task of assigning unique handle ids, libimap assigns the handle id for all new objects.
"symbol" is a string recognized by the symbol drawing library, symlib, that describes the
unit symbol to be drawn. "fg color" and "bg color" are #defines that are described in sym-
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bol.h used for specifying the foreground and background colors of the symbol. "x" and "y"
are the UTM map coordinates for where the symbol should be drawn. The center of the
symbol is drawn at this coordinate. "class" is a #define that further identifies the type of
object being drawn. The class defines are in libxmap.h. Though not yet implemented, the
idea was that Xmap could be instructed to act on whole classes of objects rather than single
objects. "scale" is the factor by which symbols are scaled down when drawn by the symbol
drawing library. Typical values are defined in symbol.h. "conn" is the client's pkg connec-
tion structure. "fid" is the IDT fact id of the fact that is associated with the symbol being
drawn. It is included so that other client programs that pick this symbol have a source of
information pertaining to the symbol. "clientid" is the client identification number of the
client that is drawing the symbol.

Return: Handle id of new object.
/*

- xmap changesymbol ()

* Routine used by application programs to change attributes of a symbol
* drawn on the map. "handle" should have been previously assigned via
* xmap.add-symbol (). "trace" instructs Xmap whether or not to draw a
* (volatile) line from the old location to the new location showing the
*path of the symbol (if its location changed).

void
xmap-phange-symbol (handle, client-id, symbol, fg.color, bgcolor, scale, x, y, class, trace, conn,

fid)

char *symbol; /* Symbol string to draw. */
int handle; /* Handle id of object to change */
int clientid; /* Client identifier number. */
int fg..color, /* Foreground color of symbol */

bg color, /* Background color of symbol */
class, /* Object type class */
x, y; /* Map grid coordinates (easing, northing) */

float scale; /* Scaling factor for symbol */
int trace; /* Shows trail of moved symbol. */
struct pkg._conn *conn; /* Application program's connection to Xmap. */
dkbjfactid_t fid; /* Fact id associated with this symbol. */

This routine is used to change one or more attributes of objects that have been previously
displayed (through xmap.add-symbol ( ) ). "symbol," "fg-color .. .. bg.color," "class,"
"x," "y," "scale," "trace," and "fid" can be changed. More than one attribute may be
changed in a single call to xmap-change.symbol (). For details on each attribute, see
xmapAaddsymbol (.

Return: Not used.
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x=.rmr ve .symbol ()

* Removes a previously added symbol.
*/

void
xmap remove symbol (handle, clienLid, conn)

int handle; /* Handle id of object to change */
int client-id; /* Client identification number. */
struct pkg.conn *conn /* Application program's connection to Xmap.*/

This routine is used to remove previously drawn symbols from Xmap. "handleid" and
"clientjid" are the same as was used with xmapadd_symbol (). "conn" is the client's pkg
connection structure.

Return: Not used.
/*

- Dmp remove objects()

* Routine to remove all objects of a particular type, or all classes of a
* particular type of object.
*/

void
xmapremove-objects (type, class, conn)

int type, /* Type of object te remove */
class; /* Class of object type to remove */

struct pkg.conn *conn; /* Application program's connection to Xmap. *1

This routine is used to remove a group of objects identified by their "class" or more specifi-
cally by a particular "type" of a "class." "type" and "class" definitions can be found in libx-
map.h. "conn" is the client's pkg connection structure.

Return: Not used.
/*

- zmapaddine ( )

* Routine used by application programs to draw lines on the map.
* This routine draws NEW lines, or "objects" to Xmap, hence a handle id
* must be associated with the line (object).
*/

int
xmap-addjline (dient-id, fid, coords, conn)

int client.id, /* Client identifier number. */
dkbjfactid-t fid; /* Fact id associated with this line. */
char *coords; /* List of coords defining line segments. */
struct pkg.conn *conn; /* Application program's connection to Xmap. */
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This routine is used for drawing a line object in Xmap. Lines are defined to be a set of line
segments identified by the coordinates of the endpoints of each segment. "client-id" is the
client identification number of the client that is drawing the line. "fid" is the IDT factid of
the fact that is associated with the line being drawn. "coords" is a list of UTM coordinates
that specify the endpoints of the line segments that comprise the line. "conn" is the client's
pkg connection structure.

Return: Handle id of new object (line).
/*

- xmap chnge..jne ()
,

* Routine used by application programs to change already drawn lines on the
* map. The complete list of new coordinates is specified.
*/

void
xmap_¢hange-line (cdient-id,, handle, fid, coords, conn)

int clientid; /* Client identifier number. */
int handle; /* Handle id of line */
dkbjfactidj fid; /* Fact id associated with this line. */
char *coords; /* List of coords defining line segments. *1
struct pkg.conn *conn; /* Application program's connection to Xmap */

This routine is used to modify an existing line inXmap. The line to be modified is identified
by "clientjd" and "handle" (the handle of the fine was assigned when the line was created
by xmap_addline () or xmap_converttoine () ). "fid" is the IDT factid of the fact that
is associated with the line. Lines can only change by taking on a new shape; that is, line
segments are added, deleted, or modified in the original line. The entire list of segments
comprising the line must be stated in "coords," not just the new or different segments.
"conn" is the client's pkg connection structure.

Return: Not used.
/*

-xmap_convertetoine ()

"* This routine is called when application programs want to instruct Xmap
"* to convert a local line to a global line. Global lines are lines that
"* application programs know about and have assigned fact ids to.
*1

int
xmapconvert~toline (olCdhandle, old_clientid, newclient.id, fid, conn)

int old-handle, /* Handle Xmap knows it by */
old-clientid, /* Client id Xmap knows it by */
new..chientid; /* New client id of line *1

dkbjfactid-t fid; /* Fact id of line fact associated with line */
struct pkg-conn *conn /* Application program's connection Xmap */

Free-hand creation of lines (that is, drawing lines using the mouse) is a function of Xmap.
Xmap provides the user interface to allow for the creation of lines using the mouse to input
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the endpoints of the line segments comprising the line. When a line is created this way, it
is considered to be a local line in Xmap; that is, it is an object that has a handle id and client
id that identify it with Xmap, not with a client application program. To interact with lines,
application programs must convert them from local lines to application-owned lines via
this xmap_convertto-line ( ) command. "old_handle" and "old_client_id" are the handle
and client ids of a local line. "new_client id" is the client identification number of the
application program converting the line. A new handle will be assigned to this line and re-
turned to the client. The line is now identified by "newclient_id" and the new handle.
Hence, it is no longer a local line. "conn" is the client's pkg connection structure.

Return: Handle id of line.

~ inmapremoveliune()

* Removes a previously added line.
*1/

void
xmnap..remove-line (handle, clientid, conn)

int handle; /* Handle id of object to change */
int client_id; /* Client identification number. "1
struct pkg..conn *conn; /* Application program's connection to Xmap. */

This routine is used to remove from Xmap a line that was previously drawn. It does not
work on local lines (see explanation in xmap-sonvert toline ()). "handle" and "clientid"
are used to uniquely identify the line being removed. "handle" was assigned to the line via
xmappconverttoline 0 or xmap.add line (). "conn" is the client's pkg connection struc-
ture.

Return: Not used.

/*~ amp._AddJlnk(

* Routine used by application programs to draw links on the map.
* This routine draws NEW links, or "objects" to xmap, hence a handle id
* must be associated with the link (object).
*1/

int
xmap-addlink (handle-l, clientjidl, handle_2, clientid_2, fid, clientid, conn)

int handlej, clientid ; /* Handle/client id of first (from) object) */
int handle_2, clientjid_2: /* Handle/client id of second (to) object) */
dkbJactid_t fid; /* Fact id associated with this link. */
int client_id; /* Client identifier number of link */
struct pkg..conn *conn; /* Application program's connection to Xmap. "1

This routine is used to draw a line between two objccts to show that the objects are linked
together. This link is not a line in the sense that a line is an object composed of one or more
line segments as created by xmap.add-line ( ) or xmap_convert_to_line (. Rather it is
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simply intended as a means for showing that two objects are linked together in some fash-
ion. The link follows the objects in the event that one of the object's location changes. Xmap
removes the link if either of the objects is removed. "handle_l" and "client_id_l" uniquely
define the first object being linked and "handle..2" and "client_id_2" uniquely describe the
second object being linked. 'rid" is the IDT factid of the fact associated with the link. "cli-
entid" is the client identification number of the application program stating the link and
"conn" is the client's pkg connection structure.

Return: Handle id of the link.
/*

- xmapjremove.ink ( )

* Routine used by application programs to remove links on the map.
*/

void
xmapremovejlink (handle, clienLid, conn)

int handle; / * Handle of first link to remove */
int clientid; / * Client identifier number of link */
struct pkg..conn *conn /* Application program's conneclon to Xmap. */

This routine is used to remove a link between two objects. "handle" is the handle id of the
link that was returned by xmap.add-link ( ) when the link was established. "client_id" is
the client identification number of the application program that initially established the
link. "conn" is the client's pkg connection structure.

Return: Not used.
1*

- xmapaddkassociation ()

* Routine used by application programs to "bind" objects to other objects. An
* association can be formed between two objects linking them physically,
* although the link itself is invisible. The bind in effect groups the two
* objects in such a way that if one object is physically moved then the other
* object will maintain its relative position to the moved object.
*

* Objects that are associated can be associated in a MASTERSLAVE or a GROUP
* relationship. In a MASTERSLAVE association object 1 is slaved to object 2.
* If object 2 moves then object 1 follows it, but not vice versa. In a GROUP
* association the objects are treated as equals whereby if either object is
* moved the other object will follow it.

* */

int
xxnapaddassociation (handle-l, clientid_1, handle_2, client_id_2, clientid, relate, conn)

int handle-l, clientjid-; /* Handle/client id of first (from) object) */
int handle_2. client_id_2; /* Handle/client id of second (to) object) */
int chientid; /* Client id of program forming association */
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int relate; /* Relationship between binding objects. */
struct pkg.onn *corm; /* Application program's connection to Xmap. */

This routine invisibly binds two objects to form an association based on the location of the
objects relative to one another. "handle_-" and "clientdit. I" uniquely describe the first,
or 'from,' object in the association. "handle 2" and "client_id_2" uniquely describe the
second, or 'to,' object in the association. "clientid" is the client identification number of
the application program forming the association. "relate" describes the relationship be-
tween the two objects as described in the description above. "conn" is the client's pkg con-
nection structure.

Return: Handle id of the association.

- xmap remove association ()
,

Routine used by application programs to remove associations between two
* objects.
*/

void
xmapremoveassociation (handle, clientid, conn)

int handle; /* Handle of first association to remove */
int client_id; /* Client identifier number of association. */
struct pkg-conn *conn; /* Application program's connection to Xmap. *1

This routine removes a previously formed association between two objects. "handle" and
"clientid" uniquely identify thq association. "conn" is the client's pkg connection struc-
ture.

Return: Not used.
1*

- map addrangefan ()
*

* Routine used by application programs to draw range fans on the map.
* This routine draws NEW range fans, or "objects" to Xmap, hence a handle id
* must be associated with the range fan (object).

* Return: handle id of new range fan.
*/

int
xmap addrangefan (unit_handle, unit._client, minrange, maxrange, azimuth, travJimits, cli-
entid, conn)

int unit._handle; /* Handle id of unit this range fan is from */
int unit_client; /* Client id of unit this range fan is from */
int minrarge; /* Minimum range of range fan (in meters) */
int max-range; /* Maximum range of range fan (in meters) */
int azimuth; /* Direction of range fan (in mils) */
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int trayvimits; /* Traversal limits of range fan (in mils) *I
int cLient-id; /* Client identifier number of range fan */
struct pkg.conn *conn; /* Application program's connection to Xmap. */

This routine instructs Xmap to draw a range fan based on the minimum and maximum
ranges ("rain-range" and "max,_range," respectively), the "azimuth" (direction of center-
line of range fan), and traversal limits (width of range fan in mils in either direction off of
the azimuth). "min.range" and "max-range" are specified in meters. The origin of the
range fan is based on the location of the object denoted by "unit-handle" and "unit_client".
"client_id" is the client identification number of the application program stating the range
fan. "conn" is the pkg connection structure of the client submitting the command.

Return: Handle id of the range fan.
/*

- nmap_rmove rangefan ()

Routine used by application programs to remove range fans from Xmap.
*/

void
xmap-remove-rangefan (handle, client-id, conn)

int handle; /* Handle of first range fan to remove */
int client-id; /* Client identifier number of range fan */
struct pkg-conn *conn; /* Application program's connection to Xmap. *1

This routine removes range fans fromXmap that were previously created using xmap-add_
rangefan (). "handle" is the handle id assigned to the range fan when it was created. "cli-
ent id" is the client identification number of the client that created the range fan. "conn"
is the pkg connection structure of the client submitting the command.

Return: Not used.
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Server Commands

Below is a list of commands available to the server program, Xmap, for communicating with
client application programs. For each command there is a brief explanation of its intended use as
well as its syntax.
/*
~_xmap~coanect ( )

* Command used by Xmap to start listening for client connections.
*/

mnt
_xiap-connect ()

This is an initialization routine called by Xmap to create a network server for the indicated
service. "XMAPPORT" is a user defined number and should appear in the /etclservices
file. Once the network server is initialized, the server starts listening for new connections
and polls any existing connections using the 'select' system call.

Return: The file descriptor 'fd' for the network server is returned upon success, otherwise a -I is
returned.

/,
-_zmap_do (

* Command used by Xmap to inform application programs of an impending
* closing of the package connection.
*/

void
_xmap.close (conn)
struct pkg-conn *conn; /* Application program's connection to Xmap */

"Conn" is the pkg connection structure for a client that has connected to Xmap. Xmap is
equipped with a 'quit' button and in the event this button is pushed xmap sends a message
to any attached clients that it is terminating. This allows client applications to disconnect
gracefully.

Return: Not used.
/*
-_xmap uend ( )

* Routine for Xmap to send information to application program.
*/

void
_xmap.send (msgjtype, msg, conn)
int msg.type; P* Define (from libxmap.h) */
char *msg; P* Contents of message */
struct pkg.conn *conn; Application program's connection to Xmap *1
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"Msvgtpe" is a aefine that specifies the type of message that is being sent to the client
qpplcalon. "Mu" is the actual message. "Coan" is the client's pkg connection structure.

Return- Not used.
/,

-_M apbuttuapreus ()

* Routine for Xmap to notify application program of a button press.
*/

void
_xmap.buttou.press (handle, connection, button, map.x, map.y, fid, corn)

int handle; /* Handle id of affected object */
int connection; /* Connection number of client */
int button. I* Number of button that was pressed *I

map..x, /* X (East) map grid location of button press */
map.y; I* Y (North) map gird location of button press I

dkb.factid-t fid; /* Fact id of object pressed */
struct pk&-conn *1nn; I* Application program's connection to Xmap *1

This routine is used to notify appropriate client applications of generic button press events.
An appropriate client is one that indicated upon connecting that it wanted to be informed
of any button events. A generic button press event includes a button press anywhere on the
background or on a unit symbol. "Handle" is the unique identifier of the object selected by
a client. "Connection" is the unique identifier of the client. These two attributes are needed
for Xmap to distinguish one object from another. "Button" is a #define from libxmap.h that
specifies which button was pressed. "Map.x" and "map.y" are the easting and northing
map coordinates of the object that was selected. "Fid" is the IDT factid of the fact that is
associated with the object that is selected. Sometimes this value will be NULL. "Conn" is
the pkg connection of the client to notify.

Return: Not used.

-_zmap _nedk )

* Routine for Xmap to notify application program of a line click.
S/

void
_xnmpjline.click (handle, connection, button, fid, coords, conn)

int handle; /* Handle id of affected object */
int connection; /* Connection number of client */
int button; /* Button that was pressed to generate this even
dkbjfactid-t fid; I* Fact id of object pressed */
char *coords; * A string containing all the grid coordinates *
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struct pkg._conn *conn; /* Application program's connection to Xmap */

This routine is used to inform an appropriate client of a line selection. An appropriate client
is the same as defined in .xmap button_ press (). "Handle," "connection," "button," "fid,"
and "corn" are the same as described in _xmap.buttonpress (). "Coords" is a string con-
sisting of all the UTM coordinates of the line segments that make up the line.

Return: Not used.

- xuapjlne change (/*

* Routine used by Xmap to notify application programs of changes to already
* drawn lines. The complete list of new coordinates is specified.
*/

void
_xmapline-change (clientid, handle, fid, coords, conn)
int client_id; /* Client identifier number. */
int handle; /* Handle id of line */
dkbJactid-t fid; /* Fact id associated with this line. */
char *coords; /* List of coords defining line segments. */
struct pkgsconn *conn; /* Application program's connection to Xmap. */

This routine is used to notify an appropriate client of a change to a line. An appropriate
client is the same as described in _xmap.sendo. Xmap gives the user the ability to edit an
existing line. When this is done, the appropriate clients must be informed of the changes
so they can update their database if necessary. Note that it isXmap which provides the capa-
bility to edit lines, not client application programs. "Handle," "connection," "button,"
"lid," and "conn" are the same as described in _xmapbutt on.. press (). "Coords" is the
same as described in _xmap-line..lick 0. The coords string setup looks like: "x y; xy ........
This setup allows for ease of parsing.

Return: Not used.
/*

-_xmapsymboLchange ()

* Routine for Xmap to notify application program of a change in location
* of a symbol that is the SLAVE in an association.
*1

void
_xmap-symbol-change (handle, connection, map.x, mapy, fid, conn)

int handle; /* Handle id of affected object */
int connection; /* Connection number of client /
int map.x, /* X (East) map grid location of button press */

map.y; /* Y (North) map grid location of button press */
dkbjfactid-t fid: /* Fact id of object pressed */
struct pkg-conn *conn; /* Application program's connection to Xmap */
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This routine is used to inform a client application program of a change in location of the
SLAVE in an mociation (relationship: MASTER-SLAVE). For a more detailed descrip-
tion of associations see the description for xmap_add_association (). "Handle," "connec-

mion," "mapx," "map..y," "rid," and "conn" are the same as described in _xmap-but-
tonpres().

Return Not used.

I*

* Routine for Xmap to notify application program of an error in an action
* that the application program sent Xmap.
*1

void
_xmap.error (handle, msg.type, conn)

int handle; /* Handle id of affected object */
int msg.type; /* Message type from application program */
struct pkg.conn *conn; /* Application program's connection to Xmap */

This routine is used to inform the clients of errors made in an action that the client sent to
Xmap. This could include mixing up the order of attributes, sending inappropriate data
types, specifying unknown objects, etc. It is the client's responsibility to correct the error
condition. "Msgjtype" and "conn" are the same as described in _xmap_send (). "Handle"
is the same as described in xmrapbutton_press (.

Return: Not used.
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